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We regularly update the prices shown in this document. 

However, all products will be invoiced at the current price on 
the date of despatch unless otherwise agreed.  Please confirm 

price any other details at time of order. 

GMS Thermal Products reserve the right to alter prices, design 
and details without notice. Full details of our trading terms 

can be obtained from our sales department. 

All prices exclude VAT and are in Pounds Sterling. 
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Introduction 
GMS Thermal Products have a wealth of experience in the design and manufacture of 
bespoke heat transfer products and packages. Formed in 1996 the company has 
developed into a major provider of water heating systems for both the Building 
Services and Process industries. 

GMS Thermal Products have a wide range of water heating systems that are designed 
to meet most applications both in the UK and Overseas commercial and industrial 
sectors. 

GMS Products are installed in many prestigious sites throughout the world and 
include; storage and Semi Storage calorifiers, unvented packages, plate heat 
exchangers and packages, chilled water and thermal store buffer vessels, design and 
offsite manufacture and assembly of skid packages.  

In December 2012 we achieved the BS EN ISO 9001:2008 Quality Certification, with 
our on-going commitment to quality and wealth of experience, we are sure that we 
can provide the service that you need. 
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GMS	BBU	Range 
The BBU range is a range of Carbon Steel Buffer Vessels 
which are available on express delivery. The vessels are 
PED Compliant (Pressure Equipment Directive) and 
suitable for pressures up to 6.00 BarG. 

Quality is important to GMS, hence all of our BBU Range 
is manufactured in the UK by our skilled engineers. All of 
our units are tested and provided with nameplate 
brackets and test certification on request. 

Applications include Low Temperature Hot Water 
Storage, Chilled Water Storage and Combined Heat and 
Power Units. 

Due to their quick turnaround, connection sizes and 
positions are as standard. If you require alternative 
connection positioning or sizing please contact our sales 
team for a quotation. 

Please Note: 

o Inlet and Outlet (conn's 1 & 2), in all instances, 
are fitted with internal sparge pipe 

o 50mm Thick Standard GMS Insulation is supplied as standard 

o Immersion Heaters and Plug Kits can be supplied at an extra cost 

Capacity (Litres) Shell Dimensions (mm) Price (Inc. Insulation) 
BBU 300 600 x 1200 £1251.00 
BBU 400 600 x 1541 £1354.00 
BBU 500 600 x 1950 £1408.00 
BBU 600 750 x 1550 £1646.00 
BBU 700 750 x 1700 £1693.00 
BBU 800 750 x 1950 £1912.00 

BBU 1000 900 x 1750 £2456.00 
BBU 1250 900 x 2100 £2633.00 
BBU 1500 1100 x 1750 £2838.00 
BBU 1750 1100 x 2080 £3539.00 
BBU 2000 1100 x 2275 £3648.00 

 

Please contact our sales office for a comprehensive list of dimensions and connection sizes, 
alternatively please visit our website and download the BBU data book. 
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Chemical	Dosing	Pot 
Correct water treatment is essential for the corrosion 
protection of heating systems. GMS's chemical dosing 
pots offer a safe and convenient way to introduce 
water treatment chemicals to the system. 

We offer a variety of sizes ranging from 3.5 Litres to 
50 Litres (other sizes available on request; please 
contact our sales office for a quotation). Shell material 
is Red oxide powder coated Mild Steel or 304L 
Stainless Steel. 

Parts 

1. Return Valve - 1" BSP 
2. Flow Valve - 1" BSP 
3. Drain Valve - 1" BSP 
4. Air Vent - 3/8" BSP 
5. Tundish - 100mm Diameter 
6. Fill Valve - 1" BSP 

Please see below our standard price list for both Mild Steel and 304L Stainless Steel Chemical 
Dosing Pots. Please note all figures are in pounds sterling, exclude VAT and are subject to 
change. 

 
Mild Steel Stainless Steel 

Size 1 to 4 5 to 24 25 to 49 50 + 1 to 4 5 to 24 25 to 49 50 + 
3.5 £245 £221 £196 £172 £451 £406 £361 £316 
6 £248 £223 £199 £174 £459 £413 £367 £321 

11 £255 £230 £204 £179 £476 £428 £381 £333 
18 £265 £238 £212 £185 £499 £449 £399 £349 
25 £274 £247 £219 £192 £523 £470 £418 £366 
35 £326 £294 £261 £228 £632 £568 £505 £442 
40 £330 £297 £264 £231 £648 £583 £519 £454 
50 £338 £304 £271 £237 £679 £611 £543 £475 
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Boiler	Hotwell	Feed	Tank 
Boiler hotwell Feed Tanks are the source of 
high heat losses and on-going 
maintenance. The GMS hotwell is available 
in carbon steel and stainless steel 
construction. Heating the boiler feed water 
prior to it entering the boiler reduces 
oxygen levels in the water which can cause 
corrosion and also reduces the amount of 
chemical dosing required. 

The hotwell is manufactured to suit the 
individual client’s needs. Therefore a 
detailed drawing is produced to enable the 
customer to mark up his connection 
requirements (this is most helpful when 
the unit is a replacement and ensures 
pipework alteration is kept to a minimum) 
A test certificate is issued on completion. 

 

Components Included as Standard 
1. Thermometer 
2. Vent Head 
3. Tank Contents Sight Gauge Complete With Protector 

Additional Components (Available on Request) 
4. Electronic Cold Water Make Up Feed 
5. Electrical Level Control System 
6. De-Aerator Head Assembly 
7. Re-Circulation System 
8. External Ladder System 
9. De-Aerator Head Inlet Manifolds 
10. Support and Platform Assembly 
11. Direct Steam Injection Kit 
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Our standard range of Hotwell Feed Tanks are as dimensioned below and are available in a 
range of materials including Carbon Steel and two grades of Stainless Steel. If you require 
alternative dimensions please contact our sales department on 01457 835 700. 

Capacity 
(Litres) 

Dimension 
L x W x H 

Insulation 304L 
Stainless 

Steel 

316L 
Stainless 

Steel 

Carbon 
Steel 

HW 1000 1000x1000x1000 £674.00 £3010.00 £3552.00 £2185.00 
HW 1500 1500x1000x1000 £772.00 £3412.00 £4028.00 £2486.00 
HW 2000 2000x1000x1000 £877.00 £3816.00 £4512.00 £2769.00 
HW 3000 2000x1000x1500 £1081.00 £5098.00 £6026.00 £3695.00 
HW 4000 2000x2000x1000 £1263.00 £5541.00 £6544.00 £4018.00 
HW 4500 2000x1250x1500 £1329.00 £6174.00 £7293.00 £4486.00 
HW 6000 2000x2000x1500 £1568.00 £7242.00 £8555.00 £5265.00 
HW 8000 2000x2000x2000 £1712.00 £7650.00 £9030.00 £5544.00 
HW 9000 3000x2000x1500 £1967.00 £8652.00 £10,216.00 £6291.00 

HW 12000 3000x2000x2000 £2161.00 £9892.00 £11,685.00 £7179.00 
HW 16000 4000x2000x2000 £2633.00 £13,876.00 £16,386.00 £10,077.00 
HW 20000 4000x2500x2000 £3119.00 £19,226.00 £22,686.00 £14,103.00 
HW 24000 6000x2000x2000 £3696.00 £22,623.00 £26,698.00 £16,450.00 
HW 30000 6000x2500x2000 £4581.00 £25,933.00 £30,619.00 £18,846.00 
HW 36000 6000x3000x2000 £5332.00 £26593.00 £31,387.00 £19,345.00 

 

Re-Circulation System Prices 
The re-circulation system consist of interconnecting pipework, isolating valves, strainer, multi-
speed pump and check valve. 

Pipe Size 304L Stainless 
Steel 

316L Stainless 
Steel 

Carbon 
Steel 

Galvanised 
Steel 

¾" NB (20mm) £815.00 £977.00 £578.00 £665.00 
1" NB (25mm) £1027.00 £1244.00 £746.00 £827.00 

1 ¼" NB (32mm) £1234.00 £1491.00 £915.00 £986.00 
1 ½" NB (40mm) £1478.00 £1793.00 £1104.00 £1197.00 
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De-Aerator Head Prices 
With specified inlet connections. Each head is complete with distribution sparge and suitable 
immersion tube. 

Size (PN16) 304L Stainless Steel 316L Stainless Steel Carbon Steel Galvanised Steel 
150 £1287.00 £1528.00 £964.00 £1074.00 
200 £1724.00 £2044.00 £1315.00 £1422.00 
250 £2097.00 £2484.00 £1630.00 £1846.00 
300 £2893.00 £3123.00 £2223.00 £2490.00 
350 £3466.00 £4099.00 £2892.00 £3095.00 

Level Control System Prices 
Comprises 3 position magnetic level switch and solenoid valve. Factory wired to an electrical 
control panel, water valve open light, steam valve open light and low level light. Also supplied 
with volt-free contacts for a low level alarm. 

Reference 1" Solenoid 1 ¼" Solenoid 1 ½" Solenoid 2" Solenoid 
LCS 1000 £821.00 £907.00 £931.00 £1114.00 
LCS 1250 £833.00 £918.00 £940.00 £1123.00 
LCS 1500 £840.00 £929.00 £951.00 £1136.00 
LCS 2000 £861.00 £947.00 £973.00 £1152.00 
LCS 2500 £884.00 £971.00 £986.00 £1175.00 
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Vent	Head 
Vent heads are used on GMS blow down vessels, boiler 
hotwell feed tanks and condensate pump sets. They are 
designed to remove water from discharged steam. The 
vented steam hits the internal baffle plate before 
discharging to atmosphere and any residue water drains 
out of the head. 

The vent head is fitted in the required position using the 
screwed or flanged connection. Suitable sealant or 
gaskets should be used on the joint. The drain should be 
checked annually to ensure no blockages in the 
pipework.  

Material Options 
 Stainless Steel AISI 304L 
 Galvanised Mild Steel 

Type Inlet Drain Connection Price 
VH50 2" MALE BSP ¾” MALE BSP £94.00 
VH65 DN65 PN16 ¾" MALE BSP £125.00 
VH80 DN80 PN16 ¾" MALE BSP £133.00 

VH100 DN100 PN16 1" MALE BSP £146.00 
VH150 DN150 PN16 1" MALE BSP £171.00 
VH200 DN200 PN16 1 ½" MALE BSP £193.00 
VH250 DN250 PN16 1 ½" MALE BSP £217.00 
VH300 DN300 PN16 2" MALE BSP £258.00 
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Expansion	Vessel 
Expansion vessels are commonly used to protect closed water heating systems and domestic 
hot water heating systems from being exposed to high pressure. Expansion vessels work by 
being part filled with air, this then protects the system by cushioning any shock which is 
caused by water hammer and also absorbing any excessive water pressure which may have 
been caused by thermal expansion. 

GMS supply two types of expansion vessel to suit different systems: 

 Heating Expansion Vessel 
 Potable-Water Expansion Vessel 

Modern expansion vessels are split, air is contained 
next to the steel interior wall of the vessel and the 
centre of the vessel contains a butyl membrane 
which holds water which is pushed from the water 
system when the pressure within that system 
becomes too high. The butyl membrane used within 
an expansion vessel can be suitable for potable 
domestic hot water systems and meet drinking 
water regulations. When the heating system is 
empty the butyl membrane is pushed against the 
water inlet which is connected to the heating 
system and supplies the hot water, as the water 
increases within the water heating system, water is 
pushed into the expansion vessel and the butyl 
membrane fills, this then expands and compresses 
the air that is contained within the vessel. 
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Heating Expansion Vessel 
 

Shell Material: Carbon Steel 

Maximum Working Pressure: As stated in table 

Maximum Operating Temperature: 120°C 

GMS Heating Expansion Vessels are CE marked. 

 

Dimensions and connection sizes may differ slightly due to 
stock levels. Please confirm sizes at time of order with our 
sales department. 

 

 

Capacity 
(Litres) 

Diameter 
(mm) 

Overall 
Height 
(mm) 

Connection Max 
Pressure 

(Bar) 

Price 

8 272 235 3/4” 3.00 £19.00 
12 272 315 3/4” 3.00 £24.00 
18 308 365 3/4” 3.00 £26.00 
25 308 485 3/4” 3.00 £27.00 
35 376 465 3/4” 3.00 £50.00 
50 441 495 3/4” 6.00 £55.00 
80 512 570 1” 6.00 £125.00 

100 512 680 1” 6.00 £140.00 
140 512 895 1” 6.00 £150.00 
200 634 760 1” 6.00 £180.00 
250 634 890 1” 6.00 £270.00 
300 634 1090 1” 6.00 £285.00 
400 740 1090 1” 6.00 £350.00 
500 740 1290 1” 6.00 £470.00 
600 740 1530 1” 6.00 £570.00 
800 740 1995 1” 6.00 £660.00 
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Potable Water Expansion Vessel 
 

Shell Material: Carbon Steel 

Maximum Working Pressure: 10.00 Bar 

Maximum Operating Temperature: 70°C 

GMS Potable Water Expansion Vessels are WRAS Approved 
and CE marked. 

 

Dimensions and connection sizes may differ slightly due to 
stock levels. Please confirm sizes at time of order with our 
sales department. 

 

Capacity 
(Litres) 

Diameter 
(mm) 

Overall Height 
(mm) 

Connection Price 

8 206 325 3/4” £19.00 
12 280 310 3/4” £24.00 
18 280 380 3/4” £26.00 
25 280 500 3/4” £27.00 
33 354 455 3/4” £60.00 
50 409 605 1” £85.00 
60 409 740 1” £105.00 
80 480 730 1” £125.00 

100 480 835 1” £150.00 
140 480 1015 1” £190.00 
200 634 970 1 ¼” £220.00 
300 634 1270 1 ¼” £280.00 
400 740 1245 1 ¼” £335.00 
500 740 1475 1 ¼” £425.00 
600 740 1860 1 ½” £900.00 
800 740 2325 1 ½” £1090.00 

1000 740 2604 1 ½” £1295.00 
 


